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TRENCH BACKFILL, COMPACTED INDOT SPECIAL FILL & BACKFILL ("B"-BORROW) NOMINAL SIZE NOT TO EXCEED 2" AS APPROVED BY THE ENGINEER. COMPACT IN MAX. 8" LIFTS
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1. ASPHALT SECTION TO BE A MIN. OF 1.5 TIMES THICKER THAN THE ASPHALT SECTION TO BE A MIN. OF 1.5 TIMES THICKER THAN THE EXISTING ASPHALT UP TO 8" MAX.  2. THIS REPAIR IS FOR STANDARD RESIDENTIAL STREETS, REPAIRS ON THIS REPAIR IS FOR STANDARD RESIDENTIAL STREETS, REPAIRS ON OTHER STREETS TO BE COORDINATED WITH ENGINEERING DEPARTMENT  3. FINISH SURFACE SHALL MATCH EXISTING GRADE WITH A TOLERANCE OF FINISH SURFACE SHALL MATCH EXISTING GRADE WITH A TOLERANCE OF 0.25 INCHES ABOVE ADJACENT GRADE 4. CONTRACTOR TO ENSURE EXISTING ASPHALT/CURB HAS NOT BEEN CONTRACTOR TO ENSURE EXISTING ASPHALT/CURB HAS NOT BEEN UNDERMINED.  REPAIR AS NEEDED.
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BEDDING/HAUNCHING INDOT #8 COURSE AGGREGATE
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1  " HMA SURFACE, 9.5 mm, ON 12" HMA SURFACE, 9.5 mm, ON HMA SURFACE, 9.5 mm, ON 2  " HMA INTERMEDIATE, 19.0 mm, ON 12" HMA INTERMEDIATE, 19.0 mm, ON  HMA INTERMEDIATE, 19.0 mm, ON 4" HMA INTERMEDIATE, 19.0 mm, ON 6" COMPACTED AGGREGATE BASE, SIZE NO. 53 ON TX-140 GEOGRID, OR EQUIVALENT EQUIVALENT SEE NOTE 1 BELOW
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SAWCUT FULL DEPTH, MIN 1' FROM EDGE OF SQUARED TRENCH
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ASPHALT PAVE.
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VERTICAL ASPHALT SURFACE TO BE CLEANED AND TACK COAT APPLIED PRIOR TO REPAIRS
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SQUARE UP DISTURBED AREA UPON COMPLETION OF THE REPAIR
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SAWCUT FULL DEPTH, MIN 1' FROM EDGE OF SQUARED TRENCH PATCH TO BE COMPLETED WITHIN 30 DAYS OF REPAIR 
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GEOTEXTILE PAVEMENT FABRIC, US FABRICS, INC., MODEL US 205NW, OR EQUIVALENT PLACED ON TOP OF #8 AGGREGATE AND 12" UP THE SIDES OF THE TRENCH
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